
Express Fire Equipment Ltd., Units 3, 4, 6 and 10 Mersey Road Industrial Estate, 
Mersey Road North, Failsworth, Manchester, M35 9LU.

Tel: 0161 688 5050 | Web: www.expressfire.com | Email: info@expressfire.com

TITANCO2STEEL TITANCO2STEEL
-5KG

TITANCO2PLUS TITANCO25KG

Capacity 2kg 5kg 2kg 5kg

Fire rating 55B 89B 55B 89B

Extinguishing 
medium

CO2 CO2 CO2 CO2

Cylinder material Steel Steel Aluminium Aluminum 

Cylinder height 550mm 672mm 540mm 672mm

Diameter 97mm 152mm 160mm 152mm

Filled weight 6.30kg 14.40kg 5.40kg 11.43kg

Working pressure 67 bar at 20°C 67 bar at 20°C 62 bar at 20°C 62 bar at 20°C

Temperature 
range

-20°C-+60°C -20°C-+60°C -20°C-+60°C -20°C-+60°C

 Lightweight alloy steel and aluminium models available  
 5-year warranty
 Kitemarked to BS EN 3
 Milieukeur approved 
 2kg and 5kg CO2 steel are MED approved 
 UKCA/CE approved 
 High fire ratings
 2kg supplied with frost-free horn
 5kg supplied with hose and horn 
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